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Listing of Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
appUcation: 

1 . (Currently amended) A receiver for a digital video service network, the receiver 
comprising: 

means for receiving a digital television signal broadcast by a broadcaster over &em a 
transmission channel, the digital television signal including a Preview Program and Broadcasting 
Schedule Information, the Preview Program and the Broadcasting Schedule Information relating 
to a Main Program; 

means for decoding the digital television signal; 

means for providing an output signal reflective of the Preview Program for display; and 
moans for downloading th e Broadcasting Sch e dule Information while th e Pr e vi e w 
Program is being d e coded and display e d 

wherein when the Preview Program is being broadcast over the transmission channel the 
Broadcast Schedule Information is broadcast along with the Preview Program in the digital 
television signal such that the Broadcasting Schedule Information is received by said means for 
receiving a digital television signal simultaneously with the Preview Program . 



2. (Original) The receiver of Claim 1 , further including a means for demodulating 
the received digital television signal and extracting bit streams describing the digital television 
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signal. 

3. (Original) The receiver of Claim 1, wherein the means for decoding the digital 
television signal includes a TS demultiplexer for demultiplexing and outputting a signal 
representative of the Preview Program. 

4. (Original) The receiver of Claim 3, wherein the TS demultiplexer outputs the 
Broadcasting Schedule Liformation. 

5. (Original) The receiver of Claim 1, further comprising a System and Schedule 
Manager for controlling the means for decoding, the System Manager further directing a data 
stream flow of data from the digital television signal. 

6. (Original) The receiver of Claim 1, further comprising a Digital Storage Device 
for receiving, storing and replaying data reflective of the Main Program, the Main Program being 
related to the Preview Program and the Main Program being described by the Broadcasting 
Schedule Liformation. 

7. (Original) The receiver of Claim 1, further comprising Application decoders for 
decoding audio and video coded bit streams of the Preview Program or the Main Program, the 
AudioA^ideo decoders sending an Audio output signal for transducing into sound and a decoded 
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8. (Original) The receiver of Claim 7, further comprising a means for generating an 
icon to overlay the video output of the decoded video signal during display. 

9. (Currently amended) The receiver of Claim 3, further comprising means for 
downloading the Broadcasting Schedule Information while the Preview Program is being 
decoded and displayed, wherein the Broadcasting Schedule Information includes information 
describing the Main Program, including a channel number and a start time. 

10. (Original) The receiver of Claim 9, further comprising a Schedule Queue, the 
Schedule Queue receiving at least the start time of the Broadcasting Schedule Information, the 
start time being compared with a system clock to determine when to have control signals sent to 
instruct the receiver to process the Main Program. 

1 1 . (Original) The receiver of Claim 1 0, further comprising a means for notifying a 
viewer that the start time is approaching and requesting an instruction as to whether the viewer 
desires that the Main Program be recorded or displayed. 

12. (Original) The receiver of Claim 1 1 , wherein the means for notifying provides an 
instruction to record if the viewer does not input any instruction within a predetermined time. 
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13. (Currently amended) A method for providing MPEG-2 digital television signals, 
the method comprising the steps of: 

providing a Preview Program, the Preview Program relating to a Main Program; 
providing Broadcasting Schedule Information relating to the Main Program; 
coding the Preview Program into an MPEG-2 signal; 

embedding the Broadcasting Schedule hiformation into the MPEG-2 signal such that the 
Broadcasting Schedule Information will be received by a digital television receiver while the 
Preview Program is being decoded by the digital television receiver; 

wherein the Broadcast Schedule Information is broadcast along with the Preview Program 
and received by said digital television receiver simultaneously with the Preview Program . 

14. (Original) The method of Claim 13, further comprising the step of coding a notice 
into the MPEG-2 signal, the notice being applied by the receiver in such a manner to inform the 
viewer that they are receiving an MPEG-2 signal which includes both the Preview Program and 
the Broadcasting Schedule Information. 

15. (Original) The method of Claim 14, wherein the notice is an icon simultaneously 
displayed with the Preview Program. 

16. (Currently amended) An MPEG-2 digital television signal, comprising: 

a Preview Program coded within the MPEG-2 signal, the Preview Program relating to a 
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Main Program; 

Broadcasting Schedule Information embedded within the MPEG-2 signal, the 
Broadcasting Schedule Liformation relating to the Main Program; 

the Broadcasting Schedule Liformation being embedded into the MPEG-2 signal such 
that the Broadcasting Schedule Information will be received by a digital television receiver while 
the Preview Program is being decoded by the digital television receiver; 

wherein the Broadcast Schedule Information is broadcast along with the Preview Program 
and received simultaneously with the Preview Program . 

1 7. (Original) The MPEG-2 Signal of Claim 16, further comprising a notice coded 
into the MPEG-2 signal, the notice being applied by the receiver in such a manner to inform the 
viewer that they are receiving an MPEG-2 signal which includes both the Preview Program and 
the Broadcasting Schedule Information. 

18. (Original) The MPEG-2 Signal of Claim 17, wherein the notice is an icon 
simultaneously displayed with the Preview Program. 

19. (Currently amended) A method of displaying an MPEG-2 digital television signal 
including a Preview Program and Broadcasting Schedule Information related to a Main Program, 
comprising the steps of: 

displaying a program coded within the MPEG-2 signal, the Program relating to an related 
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item of choice for the viewer; 

receiving ordering information embedded within the MPEG-2 signal simultaneously with 
the display of the program, the ordering information relating to the item of choice, and the 
ordering information allowing a viewer to select the item while the program is being displayed; 

wherein the Broadcast Schedule hiformation is broadcast along with the Preview Program 
and received simultaneously with the Preview Program . 

20. (Original) The method of Claim 1 9, further comprising the step of providing a 
notice to a viewer, the notice being applied to the viewer in such a manner to inform the viewer 
that they are receiving an MPEG-2 signal which includes both the program and the ordering 
information. 

2 1 . (Original) The method of Claim 20, where the notice is an icon simultaneously 
displayed with the program. 

22. (Previously presented) The method of Claim 19, wherein the program is the 
Preview Program, the item of Choice is the associated Main Program and the ordering 
information is the Broadcasting Schedule Information. 



7 



SAM2.PAU.84 (DVM00-DT07) Patent 

23. (Previously presented) The receiver of Claim 1 v^herein the Broadcasting 
Schedule Information is delivered to the means for receiving a digital television signal 
simultaneously with the Preview Program. 

24. (Previously presented) The receiver of Claim 1 0, further comprising a means for 
comparing the start time with a system clock, and then sending control signals to instruct the 
receiver to display the Main Program at the start time. 
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